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RIV505 Hydropneumatic tool for standard & structural blind rivets

Code 3187100

To place standard and structural blind
rivets up to @ 4.8, all alloys, and up to @
6.0 for aluminium only.

RIV505 is a hydropneumatic tool fitted out with a
double function of the mandrel suction:

1) The mandrel is intaken only after the blind rivet has been
set using exhaust air.

2) When working in vertical position, open the suction valve
to hold the mandrel.

Advantages: 360° rotating air inlet | Ergonomic handle |
Balanced weight | Double hook for balancer.

Fittings
Picture Description| Pc Code
ik Nosepiece @ 3.0/3.2mm 1 4279100
“ Nosepiece @ 3.4/4.0mm 1 4279200
"ﬂ Nosepiece @ 4.8 mm (on head) 1 4304100
l}i Nosepiece @ 6.0 mm (alu only) 1 4304200

>

Double hook for balancer.

*.. 1/4 Gas
Max 7 bar

RIV505 is sold in a case with
0 3.0/3.2 - 3.4/4.0 - 4.8 - 6.0 nosepieces.

Technical data and features

Air working pressure 6 bar

Min-max air pressure 5/7 bar

Air consumption per cycle (6 bar) 151t

Stroke 18 mm

Max power (6 bar) 9750 N

Weight 2.080 Kg

Vibrations < 2,5 m/s?

Noise level 76 dB (A)

Optional

Picture Description Code

. Nosepiece for Monriv rivets @ 4.8 3/16 2524800

Extension 100 Code 4348800
Extension 150 Code 4348900
Extension 200 Code 4349000

Angular head for blind rivets
@2.4-4.8
Code 4210200
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KIT505/A reduced special head
QD 19x47*
Code 4702200

KIT505/B reduced special head
@ 19x140*
Code 5122800

* A special sleeve is available for all standard and structural blind
rivets up to @ 4.0, aluminium up to @ 4.8.
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