Inserti filettati THINSERT FRTH
THINSERT rivet nuts 34900

Acciaio
Steel

Fusto cilindrico aperto

Open cylindrical shank f__'j T
Testa ridotta ' ) L
Reduced head | l -y
d E>H§| T k SS L L, Tipo Codice [y @
mm mm mm max mm mm mm Model Item code pz pz
M3 5.0 5.2 0.4 >0.8 9.0 5.0 FRTHO300805 03250ZB 5008 20000
M4 6.5 6.9 0.4 > 0.8 10.0 5.0 FRTHO0400806 03251ZB 5008 10000
M5 7.25 7.5 0.6 >0.8 10.0 5.0 FRTHO500807 03252ZB 500S 8000
M6 9.75 10.0 0.6 > 0.8 13.0 7.0 FRTHO600810 03253ZB 500N 4000
M8 13.0 135 0.7 >0.8 1565 8.0 FRTHO800813 03254ZB 250N 2500
A richiesta con fusto zigrinato | Knurled shank on request
Per una corretta installazione dell'inserto
occorre una rivettatrice che abbia una
corsa graduale.
For a proper installation a tool with gradual
stroke is required.
Applicazione Attrezzi per la posa
Application Relating tools
RIV806 - Cod. 4197000
RIV810 - Cod. 4197100
Vantaggi
L'inserto THINSERT viene utilizzato su spessore sottile 0 pieno oppure quando si hanno
problematiche di ingombro, in quanto una volta installato la sporgenza & minima.
Benefits
The rivet nuts THINSERT is used on thin or full thickness, or when you have problems of
encumbrance, because the protrusion once installed is minimal.
O Coppia app“cata a bullone.
Torque applied to bolt.
Piastra fissa.
Fixed plate.
d @ foro della piastra Massima coppia applicabile
mm Plate hole @ Maximum applicable torque
SS =0.88 mm SS = 3.0 mm SS =>3.0 mm
M3 5.0 3.50 3.50 3.50
M4 6.5 4.00 4.00 4.00
M5 7.25 16.75 16.25 156.30
M6 9.75 27.00 24.75 25.60
M8 13.0 50.75 53.50 52.00
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